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REQUEST FOR QUOTATION
RFQ NO. 06 - 0800
DATE: 3-Jul-2023

ggugim:ggsess : : p m _S -I. E“D

CONTACT PERSON

P

CONTACT NO. : - ,
COMPANY TIN ; oEPS REF 4o..
jLATE: 2022 e
SirfMadam: E
SIGNATIRE: _——+

Please quote your government price/s including delivery charges, VAT or other applicable taxes, an it
for the goods listed in Annex A. Failure to indicats TECHNICAL SPECIFICATIONS could be basis for non - compliance. Also,

furnish us with the descriptive brochures, catalogues, literatures and/or samples, if applicable.

If you are the exclusive manufacturer, distributor or agent in the Philippines for the goods listed in Annex A please attach in
your quotation a duly notarized certification to this effect.

1P se it ther with Annex A to DSWD FO IX BAC OFFICE on or before
E I"i zﬂ a 0300 pm

Very truly yours,
. CUEVA
Regional Procurement Officer - —1
Terms and Conditions: T
3 I

PURPOSE UPGRADING OF CCTV AT RRCY, POLANCO, ZDN e .., J |I

PR NUMBER © 2023 -06 - 0800 | & 4 lf .
1. Award shall be made on per . __ ltemBasis V Lot Basis | £ =
2. Quotation validity : 30 CALENDAR DAYS FROM BID OPENING l < . [ a:
3. Goods shall be delivered on 20 CALENDAR DAYS UPON RECEIPT OF NTP [ c o &
4. Delivery Area RRCY, POLANCO, ZDN ! -\.; a
5. Terms of payment W/ IN 80 CALENDAR DAYS AFTER DELIVERY ! : % T
6. Liquidated Damages/Penalty > 1/10 of 1% of undelivered portion x No. of days of delay P ~ ’
7. In case of discrepancy between unit cost and total cost, unit cost shall prevail. ! %!. 2 ]' |
8. Warranty : NiA
9. Performance Security . NA I' -
Please email your accomplished request for QUOTATION and ANNEX A at bacrfg.dswdfoS@amail.com | 9 g

[ &3
(signature over printed name)
Supplier
PHILGEPS NO
PHILGEPS EXPIRY
DSWD Field Office I , General Vicente Alvare Street, Zambosnga City, Philippines 7000 _q“ _/{‘3)

Website: http:/fwww.dewd gov. phifoSddswd govplh Tel Nos (062) 991-6030/09] 6056 Telefax. (0629930652
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SPECIFICATION CCTV SYSTEM IN RRCY

a. Network Video Recorder (NVR) POE
e 48 channel IP cameras can be connected
e Supports decoding H.265+/H.265/H.264+/H.264 video formats
e Up to 160 Mbps incoming bandwidth ensures IP cameras can be connected
e Upto 160 Mbps outgoing bandwidth
e 1 HDMI and 1 VGA interfaces: both interfaces support independent video output
e 2 HDDs for continuous video recording (12TB capacity for each HDD)
o Centralized management of IP cameras, including configuration, information import/export,
real-time information display, two-way audio, upgrade, etc.
e Supports IP Camera 4MP full color PoE with built-in Mic
b. IP Camera 4MP full color PoE with built-in Mic
Camera _
Image Sensor1/1.8" Progressive Scan CMOS
Max. Resolution2688 x 1520
Min. llluminationColor: 0.0005 Lux @ (F1.0, AGC ON), 0 Lux with white light
Shutter Time1/3 s to 1/100,000 s
Angle AdjustmentPan: 0° to 360°, tilt: 0° to 75°, rotate: 0° to 360°
Lens
Lens TypeFixed focal lens, 2.8, 4, and 6 mm optional
Focal Length & FOV
2.8 mm, horizontal FOV 112°, vertical FOV 61°, diagonal FOV 134°
4 mm, horizontal FOV 95°, vertical FOV 51°, diagonal FOV 115°
6 mm, horizontal FOV 58°, vertical FOV 31°, diagonal FOV 69°
Lens MountM16
Iris TypeFixed
ApertureF1.0
Depth Of Field
28mm, 2.5 mio =
4mm,3.5mto=
6 mm,75mto =
Video

Main Stream

50 Hz: 25 fps (2688 x 1520, 1920 x 1080, 1280 x 720)

60 Hz: 30 fps (2688 x 1520, 1920 x 1080, 1280 x 720)
Sub-Stream

50 Hz: 25 fps (1280 x 720, 640 x 480, 640 x 360)

60 Hz: 30 fps (1280 x 720, 640 x 480, 640 x 360)

Third Stream

50 Hz: 10 fps (1920 x 1080, 1280 x 720, 640 x 480, 640 x 360)
60 Hz: 10 fps (1920 x 1080, 1280 x 720, 640 x 480, 640 x 360)
*Third stream is supported under certain settings.

Video Compression

Main stream: H.265/H.264/H.265+/H.264+

Sub-stream: H.265/H.264/MJPEG
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Third stream: H.265/H.264

*Third stream is supported under certain settings.

Video Bit Rate32 Kbps to 8 Mbps

H.264 TypeBaseline Profile/Main Profile/High Profile

H.265 TypeMain Profile

Bit Rate ControlCBR/VBR

Scalable Video Coding (SVC)H.264 and H.265 enceding

Region Of Interest (ROI)1 fixed region for main stream and sub-stream

Audio
Audio Compression-U: G.711ulaw/G.711alaw/G.722.1/G.726/MP2L2/PCM/MP3/AAC-LC
Audio Bit Rate-U: 64 Kbps (G.711ulaw/G.711alaw)/16 Kbps (G.722.1)/16 Kbps (G.726)/32 to 192
Kbps (MP2L2)/8 to 320 Kbps (MP3)/16 to 64 Kbps (AAC-LC)
Audio Sampling Rate-U: 8 kHz/16 kHz/32 kHz/44 .1 kHz/48 kHz
Environment Noise Filtering-U

Network
ProtocolsTCP/IP, ICMP, HTTP, HTTPS, FTP, DHCP, DNS, DDNS, RTP, RTSP, NTP, UPnP, SMTP,
IGMP, 802.1X, QoS, IPv4, IPv6, UDP, Bonjour, SSL/TLS, PPPoE, SNMP, ARP, WebSocket,
WebSockets
Simuitaneous Live ViewUp to 6 channels
AP|0Open Network Video Interface (PROFILE S, PROFILE G, PROFILE T), ISAPI, SDK
User/HostUp to 32 users. 3 user levels: administrator, operator and user
SecurityPassword protection, complicated password, HTTPS encryption, IP address filter,
Security Audit Log, basic and digest authentication for HTTP/HTTPS, TLS 1.1/1.2, WSSE and
digest authentication for Open Network Video Interface
Network Storage
MicroSD/microSDHC/microSDXC card (512 GB) local storage, and NAS (NFS, SMB/CIFS), auto
network replenishment (ANR)
Together with high-end Hikvision memory card, memory card encryption and health detection are
supported
ClientiVMS-4200, Hik-Connect, Hik-Central
Web Browser
Plug-in required live view: |E 10, IE 11
Plug-in free live view: Chrome 57.0+, Firefox 52.0+, Edge 89+
Local service: Chrome 57.0+, Firefox 52.0+, Edge 89+

Image
Image Parameters SwitchYes
Image SettingsRotate mode, saturation, brightness, contrast, sharpness, gain, white balance
adjustable by client software or web browser
Day/Night SwitchAuto, Schedule ’
Wide Dynamic Range (WDR)130 dB
SNR=z 52 dB
Image EnhancementBLC, HLC, 3D DNR

Interface
Ethemnet Interface1 RJ45 10 M/100 M self-adaptive Ethernet port
On-Board StorageBuilt-in memory card slot, support microSD/microSDHC/microSDXC card, up to
512 GB
Built-in Microphone-U
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55" 4K UHD LED TV wall mount BRACKET
Resolution: 3840 x 2160

Panel Type: VA

Aspect Ratio: 16:9

Response Time: 4ms (GtG at Faster)
AMD FreeSync™: YES

HDMI: YES(2ea)

DisplayPort: YES (1ea)

DP Version: 1.4

Speaker: YES

Speaker_Output (unit): 5W
Speaker_Channel: 2ch

Display Position Adjustments: Tilt
Wall Mountable: 100 x 100 mm

UPS AVR 2000 VA/ 900 watts Rack Mount

2kVA 1u Rack Mount UPS 2000va Power Supply UPS System
OutputMax Configurable Power (Watts): 900 Watts / 1.6kVA

Output Frequency (sync to mains): 50/60 Hz +/- 1 Hz Sync to mains
Topology: Line-interactive

Waveform type: Stepped approximation to a sine wave

Transfer Time: 6 ms typical : 10 ms maximum

Inputinput frequency: 50/60 Hz +/- 5 Hz Auto-sensing

Input voltage range for main operations: 140 - 300V

Number of Power Cords: 1

Input Power Factor at Full Load: 0.56

Battery type: Lead-acid battery

Typical recharge time: 8 hour(s)

Expected Battery Life (years): 1 -2

Battery Volt-Amp-Hour Capacity: 168

Prepared by;




